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Welcome to NUtimes!
NUtec's regular e-newsletter for print professionals and colour enthusiasts.

In this issue:
Diamond eco-solvent inks for Roland® ESM & ESM2
View our latest, expanded geographic reach
Tech Tips: Maintaining your NUbis bulk ink system
Ask about our Brand Guide for your NUtec promotions
Request a free dye sublimation print sample pack
Aquamarine AQ10-DST-HC water-based dye sub ink

NUtec's Diamond eco-solvent inks for
Roland® ESM & ESM2
The Diamond D10-ESM eco-solvent ink is designed as a back to back
replacement for Roland® EcoSolMax™ inks while the D10-ESM2 is designed
to replace the Roland® EcoSolMax2™ inkset.
Both products offer superior abrasion and chemical resistance while providing
excellent media compatibility across a broad range of self-adhesive and flexible
substrates, with excellent outdoor durability.
This low smell Diamond eco-solvent range is offered with light colours with an
18 month shelf life and is available in bottle, cartridge and pouch configurations.
Provided the inks are used in regular applications, using suitable substrates, the
printed images will last for up to two years.
Kindly contact sales@nutecdigital.com should you have any further queries.

Window decals are typical applications of Diamond eco-solvent inks

We are growing our geographic footprint
We have added a few more countries to our growing list of NUtec global users
which is now sitting at 119 countries.
View our latest geographic coverage on our web-based interactive map
at https://nutecdigital.com/about-us/geographic-footprint/.
If you are a user of our ink and don't see your country shaded green on our
map, please let us know so that we may include you as part of our growing
family!

Tech tips:
Maintaining your NUbis bulk ink system
NUtec's bulk in system, NUbis consists of the following key components:
NUbis Base – Ink pouch holder.
Needle Connector – Interface between ink supply pouch and the NUbis lower
cartridge.
Lower cartridge – Interface between the ink supply and the printer.
Y-Splitter – Used to run two lower cartridges off one pouch.
NUtec Ink Pouch – The vessel in which we supply ink to distributors and
resellers.
When looking at maintaining the whole NUbis system there are both
consumables and possible wear and tear of permanent components to
consider.

NUbis Base:
This is a permanent component and is not designed to ever be replaced, except
in the case of damage due to negligence or accident.
Needle Connector v2:
This is an item that may need to be replaced due to age or accidental damage.
The Needle Connector is an item that NUtec recommends keeping as a spare
part. Typical life span is expected to be not less than 1 year.
Possible reasons for replacement may include:
• Breaking the needle – This is highly unlikely but still possible.
• Clogging of needle – This would be the most likely reason for replacement
over time and may result from bung fragments.
• The rubber tubing perishing – Silicones and rubbers do not have an infinite life
time and surrounding conditions can influence the life of a material.
• Plastic clamp breakage – Unlikely to happen although could occur because of
abuse.
What to do:
In all the above scenarios, contact the reseller's technician and report the issue.

Above: NUbis Needle Connectors in
closed (pictured left) and open (pictured
right) positions

Lower Cartridge:
The NUbis lower cartridges come in two variations, either with or without the
valve damper. The valve damper is a consumable item just like the damper
inside the printer. The valve dampers have an estimated life span based on
consumption and quality of ink. Typical life span is expected to be not less than
1 year. The cartridge has an internal pouch which does not have an infinite life
span. Cartridge low level flag is attached to the internal pouch. There is a
grommet in the front of the cartridge which allows for a limited amount of in-out
cycles. This should not be an issue as we do not recommend removing and reinserting the lower cartridge.
Lower Cartridge with Valve Damper:
What to look for and what to do:
1. If fibres or sediment are present in the filter of the damper then look at
replacing it. The normal life span of a damper is anywhere from 6 months to a
year. Contact the reseller’s technician for assistance with the matter as you
would do for your printer.
2. Check for leaking from front grommet should the lower cartridge have to be
removed. This requires notification to your reseller’s technician and they will
quote on replacement. This is not an expected occurrence within the first year of
ownership.
3. Cartridge not flagging the machine when low. This would only be noticed
should you run the NUbis system to a completely empty state. With the fine
tolerances in the machines, there is no room for mistakes on fitment of the flag.
All flags are attached with specialized jigs. However, should the pouch become
fatigued because of old age, it could result in the machine not detecting the flag.
This is not expected to happen within the first year of ownership. Contact the
reseller’s technician for assistance.
Lower Cartridge without Valve Damper:
What to look for and what to do:
1. Check for leaking from front grommet should the lower cartridge have to be
removed. This requires notification to your reseller’s technician and they will
quote on replacement. This is not an expected occurrence within the first year of
ownership.
2. Cartridge not flagging the machine when low. This is not expected to happen
within the first year of ownership. Contact the reseller’s technician for
assistance.
Y-Splitter:
This part is an optional extra that should be acquired when first setting up the
NUbis system. This is an integral part to the system when running on some
Mimaki® printers and on all Roland® printers that utilize more than one cartridge
per colour. Typical life span is expected to be not less than 1 year.
Possible reasons for replacement:
• Damage to the tubing in the y-connector with visible leaking from this point.
Replacement required.
NUtec Ink Pouch:
While this is a consumable product, there are however some guidelines that can
help prolong the life of your NUbis system. When not printing for long periods of
time shut off the clamp on the needle connector. Keep an eye on the distance
between the boarded sides of the pouch as this gives an indication of the
amount of ink in the pouch. You do not want to run the system to an empty
state. Regular empty occurrences can result in excess fatigue on the internal
pouches. It can also possibly lead to fusing of the chips and necessitate
repeated replacements.
For further information in this regard or for any technical queries, kindly contact
support@nutecdigital.com

Ask about our Brand Guide
for your NUtec Digital Ink promotions

For a product to stand out in a competitive market, consumers need to easily
understand who your company is and what you offer. Brand consistency helps
potential users feel confident in their decision to become a customer because
they know exactly what to expect from you with every interaction.
Brand guidelines are the standards and rules developed by a company to
maintain brand consistency at every possible touchpoint.
NUtec recently updated its Brand Guide (also called a Corporate Image or CI
manual) and is encouraging its distributors, resellers and dealers to contact us
for the latest version which will assist with co-branded promotions, both online
and in-print. The guide covers:
Logo usage do's and dont's;
Typography and font families;
Icons and identifiers and where to use;
Brand colours defined in CMYK, pantone and RGB;
Exclusion zones, white space, and more.
Kindly contact sales@nutecdigital.com for your electronic copy of our latest
NUtec Digital Ink Brand Guide.

Request a NUtec water-based dye
sublimation print sample pack

Did you know?
"Globally, during one year, if all the linear meters of textiles were printed
by digital printers instead of using traditional printing, humanity would
save 760 billion litres of water, which equates to 2 litres of clean fresh
water per day per person for 50 days. " (Source: Jos Notermans, SPGPrints)
Contact sales@nutecdigital.com for your digitally printed, dye sublimation free
sample pack today.
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